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Tables Series



Max-Master Series

Seat Color

Canyon

Pine Cone

Raven Stainless Steel

Wild Berry

River Rock

Meadow Mojave

Lagoon Sea Spray

Laminates Leg Color

Asian Sand Metallic Silver

Tan Echo

Kensington Maple

Wild Cherry

Solar Oak

Asian Sun Taupe

Montana Walnut BlackFigured Mahogany Titanium Evolve

Choice of 3 tops with 4, 6 or 8 seats. 
Engineered and suitable for continuous 
daily use in an institutional environment.

13" diameter high density color impreg-
nated compression molded composite 
that is highly scratch and stain resistant.

 Four molded-in threaded inserts for superior 
metal-to-metal connection.

Non-removable glides (or bolt-down)

3" diameter, 14 gauge steel tubing.

Premium M3 Grade, 45 lb density particle board table 
top core is sandwiched between 1/8" thick hardboard and 
faced with premium .050” thick high pressure laminate for 
superior quality and long term durability.Embedded T-nuts secure top to base 

with tight steel to steel connection for 
maximum long term reliability.

Molded edge is radiused for safety and comfort, 
pressure fused to the top, rendering it firmly attached 
and highly sanitary.

Engineered for superior strength and durability, 
the Max-Master Series is particularly well suited for 
dining halls and dayrooms where reliable performance 
is a must. Whether bolted to the floor or freestanding on 
adjustable glides, the distinctive individual seat/leg design 
provides superior stability than traditional pedestal tables. Compression molded 
composite seats, premium table top and unique steel leg design delivers an 
exceptional table for continuous daily use in challenging environments.

Oasis Cafeteria Series
If your environment demands a more robust solution 
for cluster seating, your search is over. The new Oasis™ 
Series is designed and engineered specifically for day-
rooms, dining halls and visitation areas. Oasis is perfect 
for situations where users need more back support than 
traditional stools provide.

Seat Color

Canyon

Pine Cone

Raven

Wild Berry

River Rock

Meadow Mojave

Lagoon Sea Spray

Laminates Leg Color

Asian Sand Metallic Silver

Tan Echo

Kensington Maple

Wild Cherry

Solar Oak

Asian Sun Taupe

Montana Walnut BlackFigured Mahogany Titanium Evolve

Titanium Evolve 
Game Top

45 lb density M3 grade particle board, with 
embedded T-nuts for securing the top to 
the base.

One-piece seat and back. Smooth, non-absorbent 
surface is easy to clean. 

Molded-in threaded steel inserts provide for 
tamper-resistant, “steel-to-steel” attachment to 
reinforced seat support plate. Heavy-duty cluster seating. Designed and engineered 

specifically for intensive-use environments such as 
dayrooms and dining areas.

Premium TruColor™ material is fully compounded 
for superior color, fire retardancy and quality
assurance. 

Ergonomic seats provide back support and swivel 
for easy access and egress.

Tested to 1,000 lb static load.
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Titanium Evolve 
Game Top



Leg Style Series
When you start with 4" diameter 14 gauge tubular steel legs fully 
welded to 1/4" steel mounting plates, you end up with an incredibly 
strong, stable and durable table. The legs are joined to the top using 
tamper-resistant screws connected to embedded T-nuts, for a secure 
steel-to-steel connection. Optional 2 1/2" legs provide an attractive 
residential alternative.  Legs are solid as a rock. Lean on it with all your 
weight. The Leg Style Table won’t wobble or tip. Lean on it with all your 
weight. That’s peace of mind.

Laminates Leg Color Dimensions

Asian Sand Metallic Silver

Tan Echo

Kensington Maple

Wild Cherry

Solar Oak

Asian Sun

Taupe

Montana Walnut

Black

Figured Mahogany Titanium Evolve

Permanently bonded to a core of 45 lb density 
 M3 grade particle board with embedded 
T-nuts for securing top to base with a 
metal-to-metal connection.

Heavy duty leg style tables built for stability. 
Engineered and suitable for continuous daily 
use in an institutional environment.

Bottom of leg sealed by means of a fully welded 
inset threaded to accommodate a tamper-resistant 
adjustable leveling glide.

Steel tubing welded to steel plate for attaching top. 

Product tested to 1,000 lb static load.
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Titanium Evolve 
Game Top

Multi-Purpose Series
Most commercial tables are put together with easily removed 
screws, nuts, bolts, screw-out glides and snap-on parts. Norix 
created the Multi-Purpose Series of tables specifically to avoid 
those attributes so you don’t have to think about the possibility 
of injury by altered furniture parts.

Laminates Leg Color Dimensions

Asian Sand Metallic Silver

Tan Echo

Kensington Maple

Wild Cherry

Solar Oak

Asian Sun

Taupe

Montana Walnut

Black

Figured Mahogany Titanium Evolve

45 lb density M3 grade particle board with 
embedded T-nuts sandwiched with decorative 
laminate and backer sheet.

Heavy-duty construction with commercial grade 
laminate surface and glued and pinned T-mold 
edge. Legs fastened to embedded T-nuts.

Product tested to 500 lb static load.

Edge is routed to receive glued and pinned 
black vinyl T-molding. 1 1/4" thick edge profile.

12 gauge steel tubes, fully welded and sealed on 
exposed ends. Glides adjust for leveling, but are 
tamper-resistant as a security precaution.
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X-Base Series

Jupiter Series

Years ago, we were challenged to design an institutional-grade
table that defined each person’s space and hindered the passing 
of contraband from one individual to another on the opposite side. 
Our answer was the popular, rugged X-Base Table with its unique 
“X” base design. Today, the X-Base Table is used in high-security 
and special needs facilities all across the country.

Sometimes you want a table that is easy to move around. Oth-
er times you’d like that table to stay in one place, but you don’t 
want to bolt it to the floor. Enter the Norix Jupiter Table! Jupiter is 
designed to be weighted on site to maintain space flexibility and 
allow for efficient floor maintenance as the needs of an environ-
ment change. Loading the base with up to 300 pounds of sand 
keeps the table solidly in one place.

Laminates Leg Color

Asian Sand Tan EchoKensington Maple

Wild Cherry

Solar Oak Asian Sun

Montana Walnut

Black

Figured Mahogany Titanium Evolve

Laminates Base Color Dimensions

Asian Sand RavenTan EchoKensington Maple

Wild Cherry

Solar Oak Asian Sun

Montana Walnut Figured Mahogany Titanium Evolve

1 5/8" thick 45 lb density particle board, sandwiched 
between 1/8" thick hardboard and faced both sides 
with .050” thick high pressure laminate and banded 
on three exposed edges with heavy duty T-molding 
that is glued and steel pinned every 12 inches.

Selected material permanently bonded to a core 
of 45 lb density particle board with embedded 
T-nuts for securing top to base.

Heavy duty durable, tamper-resistant 
“X” base style. Engineered and suitable 
for continuous use in an institutional or 
correctional environment.

Product tested to 1000 lb static load.
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Dimensions

Selected material permanently bonded to 
a core of 45 lb density particle board with 
embedded T-nuts for securing top to base.

Base: Rotationally molded, specially 
formulated, fire-retardant, high impact 
polyethylene with ultraviolet light 
stabilizers (to reduce fading).

Slightly textured maintenance free surface allows 
for easy cleaning.

Molded edge is radiused for safety and comfort, 
pressure fused to the top, rendering it firmly attached 
and highly sanitary.

Special 1 1/2" thick table top 
for additional strength.

Product tested to 1,000 lb static load.
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Titanium Evolve 
Game Top

Titanium Evolve 
Game Top
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Forté™ Café Series

Forté™ Occasional Series

Molded cylindrical hour glass base pairs with Forte™ Guest Chairs. Available as a 
one piece polymer table or with optional laminated top options. Engineered and 
proven suitable for daily use in demanding environments.

Free standing occasional tables can be optionally ganged with lounge 
seating for intermediate or corner tables. Choose one of three base options – 
wood, steel or molded polymer – and pair with your choice of molded 
polymer or laminate top with permanently affixed urethane edge. All tops 
come with embedded T-nuts for a secure steel-to-steel connection.

Laminates

Laminates Wood Base Molded Base Dimensions

Base Color Dimensions

Asian Sand

Asian Sand Fossil

RavenTan Echo

Tan Echo Moss

Raven

Skiff

Skiff

Kensington Maple

Kensington Maple

Wild Cherry

Wild Cherry

Solar Oak

Solar Oak

Asian Sun

Asian Sun

Fossil

Montana Walnut

Montana Walnut

Moss SkiffFigured Mahogany

Figured Mahogany

Titanium Evolve

Molded Tops

Canyon

Pine Cone

Graphite

Wild Berry

River Rock

Lime

Meadow Mojave

Lagoon

Reef

Sea Spray

Mango

Orchid

Selected laminate material permanently 
bonded to a core of 45 lb density particle 
board with embedded T-nuts for securing 
top to base.

Product tested to 1,000 lb static load.

One-piece rotationally molded polyethylene with lightly 
textured maintenance free surface which allows for easy 
cleaning. Specially formulated, fire-retardant, high-impact 
polyethylene with ultraviolet light stabilizers. Molded polyurethane edge is radiused 

for safety and pressure fused to the top, 
rendering it firmly attached and highly 
sanitary. 1 1/2" thick edge profile.
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Decorative high pressure laminate is 
permanently bonded to a core of 
45 lb density particle board with 
embedded T-nuts for securing top 
to base. Cut, formed and welded steel. 

1.5" square steel tubing with 
12 gauge structural members. 

Polyurethane edge is radiused for 
safety and pressure fused to the 
top, rendering it firmly attached 
and highly sanitary. 1 3/4" thick 
edge profile.

Bases available in Wood Leg, Steel Leg 
and Roto-Mold Plinth.
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Titanium Evolve 
Game Top

Steel Base

Metallic Silver

Satin White

Taupe
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CorrecTable® Series
You’re looking for a lightweight folding table that is suitable for continual 
daily use. You don’t want a table that has screws, nuts or bolts that can 
be taken apart - you want a table that can stand up to the rigors of an 
institutional environment. You want the Norix CorrecTable®.

Top Color Leg Color Dimensions

Grey Black

Formulated for outdoor exposure 
with minimal fade or thermal 
stress cracking (indoor storage 
recommended). 

Blow-molded with a waffle designed bottom 
for exceptional strength mounted to a full 
length 14 gauge steel frame. 

Product tested to 500 lb static load.

15 gauge 2 1/2" wide Z channel spans 
full length on both sides. Channels 
support legs and are attached to top 
with security fasteners. 

Folding wishbone design with no open ends. 

Full circumference welds. Tamper-resistant feet. 
Gravity style slide lock.
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Sierra Tables

Harmony Tables

Sierra combines intensive-use performance with the 
residential look of natural wood. Ideal for lobbies, 
dayrooms, program rooms & common areas. Designed 
for and engineered for strength, durability and ease of 
maintenance in intensive-use environments.

The Harmony™ Series combines form and function to 
deliver the unique combination of exceptional durability 
and residential look. Harmony is engineered to endure and 
proven suitable for daily use in challenging environments.

1 3/4” thick butcher-block red oak, 
rounded for safety, with sealer 
coat and satin finish coat to pro-
tect the wood.

Decorative high pressure lami-
nate is permanently bonded to 
a core of 45 lb density particle 
board

3/8” tamper-resistant, Torx-head 
fastener bolts.

Meets or exceeds the requirements of 
ANSI/BIFMA X5.4-2005.

Tested to 1,000 lb static load

Permanently embedded T-nuts for 
securing top to base with a robust 
steel-to-steel connection.

Non-removable nylon-bottom floor levelers 
inserted securely into the bottom of the end 
frames for added security.

PVC T-edge is glued and pinned 
for safety.

Table Dimensions

Dimensions

Red Oak
27.5 54

18.6

27.5 54

18.6

Laminates Wood Base

Asian Sand

Tan Echo

SkiffKensington Maple

Wild Cherry

Solar Oak

Asian Sun

Montana Walnut Figured Mahogany

Teak Maple

WalnutCherry Mahogany
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